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Access the following options through the Function Keys. Within a given
menu, press the [YES] key to confirm an entry or the [NO] key to move
backward through the menu.

BASIC PROGRAMMING

Set Up Matrix: [OPTIONS]>SCREEN>MATRIX

Set Up Graph: [OPTIONS]>SCREEN>GRAPH

Change Displayed Data: [SELECT]>PAGE>MODE>PLACE>UNITS
Scroll Through Pages: [SELECT]>PAGE>UNITS

Tag Inputs: [SETTINGS]>SYSTEM>CONFIG>TAG

Adjust Contrast: [OPTIONS]>SCREEN>CONTRAST

Set Clock/Calendar: [SETTINGS]>SERVICE>CLOCK
ADVANCED PROGRAMMING

Set Up Recorders: [SETTINGS]>OUTPUTS>RECORDER

Set Up Alarms: [SETTINGS]>OUTPUTS>ALARMS

Set Up AutoCal Interval: [SETTINGS]>SERVICE>REFS>INTERVAL
Entering Constants: [OPTIONS]>USER>PAGE

Entering User Functions: [OPTIONS]>USER>PAGE

Entering User Tables: [OPTIONS]>USER>PAGE

Computer Enhanced Response: [OPTIONS]>USER>PAGE

Set Up Data Logger: [OPTIONS]>LOGGER

Set Up RS232 Communications Port: [SETTINGS]>OUTPUTS>PORT
Set Up Error Processing: [SETTINGS]>SYSTEM>CONFIG>ERRORS
TESTING

Test Alarms: [SETTINGS]>OUTPUTS>ALARMS>TEST

Test Recorders: [SETTINGS]>OUTPUTS>RECORDER>TEST

Trim Recorders: [SETTINGS]>OUTPUTS>RECORDER>TEST>TRIM
SETUP

Configure Probes: [SETTINGS]>SYSTEM>CONFIG
Enter Calibration Data: [SETTINGS]>SYSTEM>CALIB>PROBE
Enter Reference Values: [SETTINGS]>SERVICE>REFS
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PROGRAM MENU OPTIONS

Main Menu Options

HELP | List of on-line help topics (Programming Manual, page 2-7)

SELECT Assign measurement mode and units for the matrix format (Programming Manual, page 2-32)
or the graph format (page 2-35).

Force output contacts
ALARMS H TEST (Service Manual, page 2-2).

Set alarm output contacts (Programming Manual, page 3-4).
Force analog outputs
RECORDERH TEST (Service Mc /, page 2-3) and trim
recorders (page 2-5).

Set mode, range, zero and span
for analog outputs (Programming Manual, page 3-1).

Enter communications port settings
(Programming Manual, page 3-22).

CONFIG ERRORS | Setup error proccssmg
SETTINGS SYSTEM 4{ H ‘ (Progr M. /, page 3-28)

Assign probe type or constant (Startup Guide, page 2-7).

—{ CALIB H PROBE Enter input probe

calibration data (Programming
Tag inputs (Progr Mo I, page 2-12).
Manual, page 2-37).

CLOCK Set the date and time (Programming Manual, page 2-41).
SERVICE INTERVAL | Set AutoCal interval (Programming

REF Manual, page 3-7).
PROBE ‘ Enter high/low referencle values for
inputs (Prog /, page
2-20).

Adjust the screen contrast (Programming Manual, page 2-40).

MATRIX/ H CYCLE/

Set screen to cycle through matrix pages
(Programming Manual, page 2-33) or to
set X and Y axes for graphs (page 2-35).

GRAPH SCALE

Enter the user and saturation constants, user functions and
<‘ USER H PAGE user tables (Programming Manual, page 3-9); or turn on/off
Computer Enhanced Response (page 3-15).

LOGGER Set up the internal data logger (Programming Manual, page 3-17).
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